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DIN Rail Power Supply 12V, 24V, 48V Output

OUTPUT DRL-12V75W1AZ DRL-24V75W1AZ DRL-24V480W1A DRL-48V75W1AZ

6.25A 3.125A 20.0A 1.57A

16ms typ. 16ms typ. 10ms typ. 16ms typ.

60ms typ. 60ms typ. 16ms typ. 60ms typ.

INPUT

Phase Input Single Phase

Input Frequency

Input Current
0.9A typ. 0.9A typ. 2.7A typ. 0.9A typ.

50A typ. 50A typ. 50A typ.

Power Factor NA NA > 0.95 NA

< 1mA < 1mA < 1mA

< 1mA

MECHANICAL

Plastic Plastic

Dimensions mm 123.6 × 27 × 102 123.6 × 27 × 102 123.6 × 27 × 102

inch

0.22 0.22 1.30 0.22

lb

Cooling System Convection

MTBF 

ENVIRONMENT

Storage Temperature

Features

immunity

Dimensions Reference
Notes

Specifications
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Dimensions Reference

Notes

Specifications

Features

NEW NEW

OUTPUT DRL-12V120W1EN DRL-12V240W1EN

10.0A 20.0A

10ms typ.
20ms typ.

16ms typ.

INPUT

Phase Input Single Phase

Input Frequency

Input Current
2.1A typ. 2.5A typ.

1.3A typ. 1.3A typ.

35A typ.

Power Factor NA > 0.95

< 0.5mA < 0.75mA

MECHANICAL

Dimensions mm 123.6 × 30 × 117.2

inch

0.62

lb 0.99 1.37

Cooling System Convection

MTBF 

ENVIRONMENT

Storage Temperature
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DIN Rail Power Supply 24V Output

Dimensions Reference

Notes

Specifications

Features

NEW NEW

OUTPUT DRL-24V120W1EN DRL-24V240W1EN

5.0A 10.0A

10ms typ.
20ms typ.

16ms typ.

INPUT

Phase Input Single Phase

Input Frequency

Input Current
2.1A typ. 2.5A typ.

1.3A typ. 1.3A typ.

35A typ.

Power Factor NA > 0.95

< 0.5mA < 0.75mA

MECHANICAL

Dimensions mm 123.6 × 30 × 117.2

inch

0.62

lb 0.99 1.37

Cooling System Convection

MTBF 

ENVIRONMENT

Storage Temperature
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48V Output
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Dimensions Reference

Notes

Specifications

Features

NEW NEW

OUTPUT DRL-48V120W1EN DRL-48V240W1EN

2.5A 5.0A

10ms typ.
20ms typ.

16ms typ.

INPUT

Phase Input Single Phase

Input Frequency

Input Current
2.1A typ. 2.5A typ.

1.3A typ. 1.3A typ.

35A typ.

Power Factor NA > 0.95

< 0.5mA < 0.75mA

MECHANICAL

Dimensions mm 123.6 × 30 × 117.2

inch

0.62

lb 0.99 1.37

Cooling System Convection

MTBF 

ENVIRONMENT

Storage Temperature


