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Dimensions Reference

PMR
Features

Notes

include fan life time.
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4.2V Output

Specifications
OUTPUT PMR-4V320WC A PMR-4V320WDAA PMR-4V320WDGA PMR-4V320WDBA PMR-4V320WDCA

60.0A 60.0A 60.0A 60.0A 60.0A

INPUT

Phase Input Single Phase

Input Frequency

Input Current
3.0A typ.

1.5A typ. 2.5A typ. 2.5A typ. 2.5A typ. 2.5A typ.

20A typ. 20A typ. 20A typ. 20A typ. 20A typ.

Power Factor
0.95 typ. 0.95 typ. 0.95 typ. 0.95 typ. 0.95 typ. 

< 0.5mA < 1mA < 1mA < 1mA < 1mA

ENVIRONMENT

Storage Temperature

MECHANICAL

Aluminium

Dimensions mm 215 × 115 × 30 215 × 115 × 30 215 × 115 × 30 215 × 115 × 30 215 × 115 × 30

inch

0.76

lb 1.90 1.90 1.90 1.90

Cooling System Convection

MTBF 
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Dimensions Reference

5V OutputPanel Mount Power Supply

PMR
Features

Notes

include fan life time.

Specifications
OUTPUT PMR-5V320WC A PMR-5V320WDAA PMR-5V320WDGA PMR-5V320WDBA PMR-5V320WDCA

60.0A 60.0A 60.0A 60.0A 60.0A

INPUT

Phase Input Single Phase

Input Frequency

Input Current
5.0A typ. 5.0A typ. 5.0A typ. 5.0A typ.

2.5A typ. 2.5A typ. 2.5A typ. 2.5A typ. 2.5A typ.

20A typ. 20A typ. 20A typ. 20A typ. 20A typ. 

Power Factor
0.95 typ. 0.95 typ. 0.95 typ. 0.95 typ. 0.95 typ. 

< 0.5mA < 1mA < 1mA < 1mA < 1mA

ENVIRONMENT

Storage Temperature

MECHANICAL

Aluminium

Dimensions mm 215 × 115 × 30 215 × 115 × 30 215 × 115 × 30 215 × 115 × 30 215 × 115 × 30

inch

0.76

lb 1.90 1.90 1.90 1.90

Cooling System Convection

MTBF 


