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OUTPUT DRC-5V10W1A DRC-12V10W1A DRC-12V30W1A DRC-12V60W1 DRC-12V100W1AZ

> 10ms > 10ms > 25ms > 16ms > 20ms

> 60ms > 60ms > 60ms > 60ms > 100ms

INPUT

Phase Input Single Phase

Input Frequency

Input Current
< 0.3A < 0.3A < 1.5A < 1.5A

< 0.2A < 0.2A < 0.6A < 0.9A

< 15A < 15A < 25A < 30A < 30A

< 30A < 30A < 50A < 60A < 65A

Power Factor

< 0.25mA < 0.25mA < 0.25mA < 0.25mA

< 0.25mA

ENVIRONMENT

Storage Temperature

MECHANICAL

Plastic

Dimensions mm 91 × 53 × 55.6 91 × 71 × 55.6

inch

0.06 0.06 0.22 0.36

lb 0.13 0.13 0.31 0.79

Cooling System Convection

MTBF 

DIN Rail Power Supply 5V, 12V Output
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Notes

24V Output
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OUTPUT DRC-24V10W1A DRC-24V10W1HZ DRC-24V30W1A DRC-24V60W1A DRC-24V100W1A

> 10ms > 10ms > 25ms > 16ms > 10ms

> 60ms > 60ms > 60ms > 60ms > 60ms

INPUT

Phase Input Single Phase

Input Frequency

Input Current
< 0.3A < 0.3A < 1.5A < 2.2A

< 0.2A < 0.2A < 0.6A < 1.0A < 1.0A

< 15A < 15A < 25A < 30A < 30A

< 30A < 30A < 50A < 60A < 60A

Power Factor

< 0.25mA < 0.25mA < 0.25mA < 0.25mA < 0.25mA

ENVIRONMENT

Storage Temperature

MECHANICAL

Plastic

Dimensions mm 91 × 53 × 55.6 91 × 71 × 55.6

inch

0.065 0.065 0.22 0.35

lb 0.31 0.77

Cooling System Convection

MTBF 


